


CAUTION - ATTENTION
RISK OF ELECTRIC SHOCK

DO NOT OPEN
RISQUE DE SHOCK ELECTRIQUE 

NE PAS OUVRIR

CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK  
DO NOT REMOVE COVER (OR BACK).

NO USER SERVICEABLE PARTS INSIDE.
REFER SERVICING TO QUALIFIED PERSONNEL.

ATTENTION:POUR EVITER LES RISQUES DE CHOC ELECTRIQUE, NE 
PAS ENLEVER LE COUVERCLE. 

AUCUN ENTRETIEN DE PIECES INTERIEURES PAR L´USAGER. 
CONFIER L´ENTRETIEN AU PERSONNEL QUALIFE.

AVIS: POUR EVITER LES RISQUES D´INCIDENTE OU D´ELECTROCUTION, 
N´EXPOSEZ PAS CET ARTICLE A LA PLUIE OU L´HUMIDITET.

1) Read these instructions.

2) Keep these instructions.

3) Heed all warnings.

4) Follow all instructions.

5) Do not use this apparatus near water.

6) Clean only with dry cloth.

7) Do not block any ventilation openings. Install in accordance 
with the manufacturer’s instructions.

8) Do not install near any heat sources such as radiators, heat 
registers, stoves, or other apparatus (including amplifiers) that 
produce heat.

9) Do not defeat the safety purpose of the polarized or 
grounding-type plug. A polarized plug has two blades with one 
wider than the other. A grounding type plug has two blades 
and a third grounding prong. The wide blade or the third prong 
are provided for your safety. If the provided plug does not fit 
into your outlet, consult an electrician for replacement of the 
obsolete outlet.

10) Protect the power cord from being walked on or pinched 
particularly at plugs, convenience receptacles, and the point 
where they exit from the apparatus.

11) Only use attachments/accessories specified by the manu-
facturer.

12) Use only with the cart, stand,  
tripod, bracket, or table specified by the 
manufacturer, or sold with the apparatus. 
When a cart is used, use caution when 
moving the cart/apparatus combination to 
avoid injury from tip-over.

13) Unplug this apparatus during lightning 
storms or when unused for long periods of time.

14) Refer all servicing to qualified service personnel. Servicing 
is required when the apparatus has been damaged in any way, 
such as power-supply cord or plug is damaged, liquid has been 
spilled or objects have fallen into the apparatus, the apparatus 
has been exposed to rain or moisture, does not operate nor-
mally, or has been dropped.

The lightning flash with the arrowhead symbol within 
an equilateral triangle is intended to alert the user to the 
presence of uninsulated voltage within the products en-
closure that may be of sufficient magnitude to constitute 
a risk of electric shock to persons.

Le symbole éclair avec le point de flèche à l´intérieur d´un triangle 
équilatéral est utilisé pour alerter l´utilisateur de la presence à 
l´intérieur du coffret de ”voltage dangereux” non isolé d´ampleur 
suffisante pour constituer un risque d`éléctrocution.

The exclamation mark within an equilateral triangle is 
intended to alert the user to the presence of important 
operating and maintenance (servicing) instructions in the 
literature accompanying the product.

Le point d´exclamation à l´intérieur d´un triangle équilatéral est 
employé pour alerter l´utilisateur de la présence d´instructions 
importantes pour le fonctionnement et l´entretien (service) dans le 
livret d´instructions accompagnant l´appareil.

Instructions pertaining to a risk of fire, electric shock or injury to persons.

IMPORTANT SAFETY INSTRUCTIONS
SAVE THESE INSTRUCTIONS
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No naked flame sources, such as lighted candles, should be placed on 
the apparatus;

Do not use the apparatus in tropical climates.

WARNING: To reduce the risk of fire or electric shock, do not expose 
this apparatus to rain or moisture. 

The apparatus shall not be exposed to dripping or splashing and that 
no objects filled with liquids, such as vases, shall be placed on the 
apparatus.

The maims plug is used as the disconnect device and shall remain 
readily operable.

Il convient de ne pas placer sur l´appareil de sources de flammes nues, 
telles que des bougies allumées;

L´appareil n’est pas destiné á étre utilisé sous un climat tropical.

 

L´appareil ne doit pas étre exposé á des égouttements d´eau ou des 
éclaboussures et de plus qu´aucun objet rempli de liquide tel que des 
vases ne doit étre placé sur l´appareil.

Lorsque la prise du résau d’alimentation est utilisée comme dispositif 
de déconnexion, ce dispositif doit demeuré aisément accessible.

Warning - When using electric products, basic precautions should always be followed, including the following:

Additional Safety Information 











Nord Stage EX v5.x 1. Introduction: Welcome
1. INTRODUCTION

WELCOME
We’d first like to thank you for purchasing the Nord Stage EX Eighty Eight/Seventy Six/Compact! 
Clavia’s goal when developing the Nord Stage was to create a flagship stage instrument encompass-
ing the whole range of Clavia’s expertise. Building on the success of the Nord Electro, the Nord Stage 
incorporates the best emulations of traditional electromechanical/acoustic keyboard instruments on 
the market as well as a synthesizer section designed for maximum ease of use, yet offering wide sonic 
possibilities.
The Nord Stage EX features outstanding classic keyboard sounds with true feel, from natural key-
board response to authentic sound. A medium weighted hammer action 88/76 note keyboard, or a 73 
note semi-weighted waterfall keyboard makes this instrument the largest in Clavia’s range, yet it 
weighs only 18,5/16,5/9,7 kilos which is an achievement in itself.
To make a great tool you have to put all the focus on a few things, and that’s what we did with the 
Nord Stage. Think about it, the best tool isn’t a Swiss army knife.

FEATURES

The Nord Stage EX has the following main features:
• Organ section with faithful reproductions of three classic models; B3 (Hammond), V-Type (Vox 

Continental) and F-Type (Farfisa).
• Piano section with concert grand/upright acoustic pianos, Electric Pianos and Wurlitzer electric 

pianos, Clavinet, and Electric Grand. The total memory capacity in the Stage EX units is 256 MB. 
The available space for the pianos is a bit smaller, part of the memory is used for the wavetables.

• Synth section with subtractive, FM and wavetable synthesis. 
• Comprehensive effects section. 
• A medium weighted hammer action 88/76 note keyboard with Aftertouch, or a 73 note semi-

weighted waterfall keyboard with Aftertouch. 
• An Extern section for controlling external MIDI instruments.
• A Morph feature for applying multiple parameter changes to a sound with controllers. 
• Splits and layers are easily set up by assigning instruments to Keyboard Zones. 
But that’s not all. There are two independent Panels “A” and “B”, each containing a full setup of the 
Stage instruments. This means that you have access to six instrument sections and two independent 
effect sections! Amongst other things, this allows for “dual manual” B3 organ emulation, and easy 
setup of all kinds of instrument layering and splits.
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